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Safety:CE-LVD
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EMC:CE-EMC
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Dimmable NO Dimmable

Application: Indoor Use

Model No. LED62971

Base(standard designation) GU10

Certifi-

cate

EN 62560:2012+A1:2015/EN 62493:2015

EN55015:2013 +A1:2015& EN61547:2009 

& EN61000-3-2:2014& EN61000-3-3:2013

RoHS

                              Self-ballasted LED-lamps Product Specification

Dimen-

sion

Ⅰ. Basic Data

Product Name GU10 Self-ballasted LED Lamp
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1 2700(2725±145)K 3000(3045±175)K 4000(3985±275)K 5000(5028±283)K 6500(6530±510)K

2 550lm 550lm 550lm 550lm 550lm
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 SAFER ELECTRIC (S) PTE. LTD.  10 UBI CRESENT, #05-25. S(408564)
www.safer.com.sgTel: 65-67477338, Fax: 65-67457338

Humidity 25±2°C, ≤90%

Dielectric Voltage Withstand Test Voltage:2960VAC  or  4186VDC,Test Time:60s

Ⅴ. OtherⅤ. OtherⅤ. OtherⅤ. Other
Protection Level IP20

Operating Temperature -20～55℃
Storage Temperature -20～50℃
Rated starting time ≤0.5sⅣⅣⅣⅣ. Lifespan

Average lifetime: 15000h

On/Off Cycles 15000(2 min on/2 min off)

Luminous Flux

Beam angle 35°

The initial measured flux ≥90% of the rated value

Color Rendering Index Ra=80(TYPE)

Nominal current 70mA

Power factor -ⅢⅢⅢⅢ. Light Technical Data

Color Temperature

Rated frequency 50/60Hz

Nominal wattage 7W

Exact wattage 7W±10%

Application: Indoor UseⅡⅡⅡⅡ. Electrical Data

Rated voltage (product) 220～240Vac

Tel: 65-67477338, Fax: 65-67457338


